So be nice to them.

RRP 2143 EUR

Have fun.
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The monitor2 has now been on the market for a year and is
considered by many to be the most sonically enjoyable and
ergonomically appealing system in its price range.

Key features:

- 5 EXT remote control inputs (I, ILIILIV and V).

- 5 Monitor remote control outputs.

- TBk switches. Fed directly to the cue buses | & 2.This Cue bus selectivity gives the
engineer in-line console functionality in a small table top monitor controller.

- Studio level control. Big controller - with lots and lots (and lots) of headroom.

- Monitor CUT DIM and individual LR CUTs, REF2, DIFF and L-R flip.

- AutoCue: Enables automatic TBk control when tracking.
- PFL:Allows PFL external input to be redirected to the cue bus.

- EXT:Allows external inputs to be redirected to the cue bus.
- A built in talkback microphone.

- 7 balanced inputs and outputs, with adjustable gain trim and status indication.

- 2 independent cue buses with TB level control and cue - dim level adjustment.

- Isolate button allows cue bus to be floated from the monitor buses so independent
monitoring set-ups can be created for the control room and studio-areas.

- Meter follow monitor allows external meter to follow EXT inputs or monitor outputs.

Input Impedance: 50 K Ohm (Balanced) Meter output: Balanced TRS jack outputs
Output Impedance: 30 Ohm (Balanced) TB output direct: optional TRS jack outputs
Signal/Noise ratio: 94 dB (With Shunted Input) TB output switched:TRS jack outputs

Spare EXT TB input: TRS jack outputs
Signal / Noise Ratio: 116 dB
Frequency range: 2 Hz - 500 kHz

Common Mode Rej.: 100 dB Audio input: 25 way balanced DSUB
Distortion: <0.008 %
Max. Output: + 26 dB Audio Output: 25 way balanced DSUB

Power supply: 110 - 240V AC, 50Hz

(pecifications: Input / Output: \

Qwer consumption: < 25W /
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