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PM2 performance headphone amplifier

A headphone amplifier for the wise. 

Specifications:

Power Output:   2 X 15W RMS
Minimum Load:   8 Ohm
THD:    0.06 % (inc. self noise)
IMD:    0.004%
SNR:    108 dB (A Weighted 15W)
Frequency Range:  2 Hz - 330 KHz
Balanced IN:   Electronic 68 KOhm sym.
Maximum Input:  +28dB

Link Out: passive balanced pair with input connection
Power Consumption: 30VA
Power: 110 - 240 VAC

We at Danfield Audio think that your headphones have been  
getting a raw deal lately. No more. 
 
The PM2 delivers as fundamentals the three most important  
elements of good headphone amplifier design - efficient audio  
signal gain, sonic quality and long term stability. 
 
In short - it sounds great and it will do so for years - and that is  
why the PM2 series now comes with a 5 year parts warranty. 
 
Anyway, as with all our systems, what is needed to be in the circuit –  
is what is actually in the circuit. Nothing else. For small studio  
recording and post production (ADR-post sync) recording  
applications, we offer as options the ability to specify talkback  
and cue facilities. 
 
Furthermore, if a 2U rack version of the system is what you  
require then we can do that as well, as an optional custom design. 
 
The audio performance in both systems is not optional. 
We think it will be one of the best headphone amps you  
will ever hear. 

 

RRP 490 EUR


